ReaderTT.config = {"pagecount":75,"title":" ","author":"Standard Configuration","subject":"","keywords":"","creator":"Acrobat PDFMaker 9.1 for Word","producer":"Adobe PDF Library 9.0","creationdate":"D:20090818223214-07'00'","moddate":"D:20091230145747-08'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Abstract","page":7,"zoom":"XYZ 417 1101 null"},{"title":"Executive Summary","page":9,"zoom":"XYZ 349 1083 null"},{"title":"Acknowledgment","page":18,"zoom":"XYZ 365 1101 null"},{"title":"Nomenclature","page":19,"zoom":"XYZ 385 1101 null"},{"title":"1.0 Introduction","page":25,"zoom":"XYZ 423 1083 null","children":[{"title":"1.1 Background","page":25,"zoom":"XYZ 158 881 null"},{"title":"1.2 Objectives","page":26,"zoom":"XYZ 158 905 null"},{"title":"1.3 Scope of Work","page":27,"zoom":"XYZ 158 1014 null"}]},{"title":"2.0 Modeling Approach","page":29,"zoom":"XYZ 372 1101 null","children":[{"title":"2.1 Regulation and Real-time Dispatch Signal Generation","page":30,"zoom":"XYZ 158 864 null","children":[{"title":"2.1.1 Area Control Error ","page":30,"zoom":"XYZ 180 751 null"},{"title":"2.1.2 Separating Regulation and Real-time Dispatch","page":31,"zoom":"XYZ 180 436 null"}]},{"title":"2.2 The Modeling of the NaS Battery Performance ","page":32,"zoom":"XYZ 158 589 null","children":[{"title":"2.2.1 Assumptions","page":32,"zoom":"XYZ 180 537 null"},{"title":"2.2.2 Normalization of the Regulation and Real-time Signals","page":36,"zoom":"XYZ 180 1101 null"},{"title":"2.2.3 Bi-directional and One-directional Services","page":39,"zoom":"XYZ 180 1101 null"},{"title":"2.2.4 The Depth of Discharge (DOD)","page":42,"zoom":"XYZ 180 634 null"}]},{"title":"2.3 Economic Analysis","page":44,"zoom":"XYZ 158 1101 null","children":[{"title":"2.3.1 Assumptions","page":44,"zoom":"XYZ 180 902 null"},{"title":"2.3.2 Breakeven Calculation","page":44,"zoom":"XYZ 180 268 null"},{"title":"2.3.3 NPV Calculation","page":45,"zoom":"XYZ 180 473 null"}]}]},{"title":"3.0 Modeling Results","page":46,"zoom":"XYZ 385 1101 null","children":[{"title":"3.1 Assumptions","page":46,"zoom":"XYZ 158 997 null"},{"title":"3.2 Fixed Battery Lifetime with Different DODs","page":47,"zoom":"XYZ 158 588 null","children":[{"title":"3.2.1 Base Case","page":47,"zoom":"XYZ 180 432 null"},{"title":"3.2.2 Impact of improved lifecycle-DOD characteristics","page":51,"zoom":"XYZ 180 1101 null"}]},{"title":"3.3 Different Regulation and Real-time Dispatch Signals","page":54,"zoom":"XYZ 158 1101 null"},{"title":"3.4 Different Battery Power Ratings","page":58,"zoom":"XYZ 158 1101 null"},{"title":"3.5 Different Market Pricing Schemes","page":67,"zoom":"XYZ 158 1101 null"}]},{"title":"4.0 Conclusions","page":69,"zoom":"XYZ 412 1101 null"},{"title":"5.0 References","page":75,"zoom":"XYZ 420 1080 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
