ReaderTT.config = {"pagecount":46,"title":"SCE Design and Engineering Services","author":"Ed Sengle","subject":"Long Report Template","keywords":"","creator":"Acrobat PDFMaker 8.1 for Word","producer":"Acrobat Distiller 8.1.0 (Windows)","creationdate":"D:20090909105134-07'00'","moddate":"D:20100216150504-08'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Acknowledgements","page":2,"zoom":"XYZ 383 1074 null"},{"title":"Disclaimer","page":2,"zoom":"XYZ 421 711 null"},{"title":"Contents","page":6,"zoom":"XYZ 110 1060 null"},{"title":"Executive Summary","page":8,"zoom":"XYZ 110 1069 null"},{"title":"Introduction","page":10,"zoom":"XYZ 110 1060 null","children":[{"title":"Project Goals and Objectives","page":10,"zoom":"XYZ 165 985 null"},{"title":"General Dairy Farm Milking Information","page":10,"zoom":"XYZ 165 803 null"},{"title":"Vacuum System","page":11,"zoom":"XYZ 165 476 null"},{"title":"Pulsation Stop Control Information","page":12,"zoom":"XYZ 165 430 null"},{"title":"Dairy Farm Market Information","page":13,"zoom":"XYZ 165 585 null","children":[{"title":"Incremental Measure Unit Cost","page":13,"zoom":"XYZ 165 319 null"}]},{"title":"Energy Savings Predictions","page":14,"zoom":"XYZ 165 630 null","children":[{"title":"Effective Useful Life","page":15,"zoom":"XYZ 165 927 null"}]}]},{"title":"Technical Approach","page":16,"zoom":"XYZ 110 1060 null","children":[{"title":"Methodology ","page":16,"zoom":"XYZ 165 985 null","children":[{"title":"Selection of Dairy Farm Sites","page":16,"zoom":"XYZ 165 543 null"},{"title":"Inspection of dairy farm sites and milking system equipment","page":16,"zoom":"XYZ 165 278 null"},{"title":"Selecting data logger system equipment","page":17,"zoom":"XYZ 165 983 null"},{"title":"Installing the Data Logger System","page":19,"zoom":"XYZ 165 493 null"},{"title":"Testing data logger system installation","page":19,"zoom":"XYZ 165 319 null"},{"title":"Pulsation Stop Controls Testing Plan","page":20,"zoom":"XYZ 165 1093 null"},{"title":"Data Logger Collected Values","page":20,"zoom":"XYZ 165 837 null"},{"title":"Reviewing field data","page":21,"zoom":"XYZ 165 1112 null"}]}]},{"title":"Results","page":22,"zoom":"XYZ 110 1060 null","children":[{"title":"Data Analysis","page":23,"zoom":"XYZ 165 595 null"},{"title":"Discussion","page":26,"zoom":"XYZ 165 1113 null","children":[{"title":"Comparison of Predicted versus Test Data Results ","page":26,"zoom":"XYZ 165 1051 null"},{"title":"Test Dairy Farms Demand Reduction","page":26,"zoom":"XYZ 165 756 null"},{"title":"Test Dairy Farms Energy Savings","page":27,"zoom":"XYZ 165 510 null"},{"title":"Vacuum Pump Without PSC Results Compared with Another Study ","page":29,"zoom":"XYZ 165 973 null"}]}]},{"title":"Conclusion","page":30,"zoom":"XYZ 110 1060 null","children":[{"title":"Suggested Calculation Methods for Utilities Considering Adding PSC as an Energy Efficiency Measure","page":30,"zoom":"XYZ 165 855 null"},{"title":"Suggestions for Electric Utility Future Studies ","page":31,"zoom":"XYZ 165 268 null"}]},{"title":"References","page":33,"zoom":"XYZ 110 1060 null"},{"title":"Appendices","page":34,"zoom":"XYZ 110 1060 null"},{"title":"Appendix A \u2013 Dairy Farm Summary Sheets","page":34,"zoom":"XYZ 110 950 null","children":[{"title":"Dairy Farm 1 \u2013 50 Stall Carousel","page":35,"zoom":"XYZ 165 1093 null"},{"title":"Dairy Farm 2 \u2013 Double 23 Herringbone","page":36,"zoom":"XYZ 165 1112 null"},{"title":"Dairy Farm 3 \u2013 Double 35 Parallel","page":37,"zoom":"XYZ 165 1112 null"},{"title":"Dairy Farm 4 \u2013 Double 32 Herringbone","page":38,"zoom":"XYZ 165 1112 null"},{"title":"Dairy Farm 5 \u2013 80 Stall Carousel","page":39,"zoom":"XYZ 165 1112 null"},{"title":"Dairy Farm 6 \u2013 Double 6 Herringbone","page":40,"zoom":"XYZ 165 1066 null"}]},{"title":"Appendix B \u2013 \u201cBack-of-Envelope\u201d Estimate of Vacuum Pump Energy Savings","page":41,"zoom":"XYZ 110 1060 null"},{"title":"Appendix C \u2013 Historical Milking Vacuum Systems Energy Efficiency Improvements from 1995 to 1997","page":43,"zoom":"XYZ 110 1060 null"},{"title":"Appendix D \u2013 Energy Savings with and without VSD ","page":46,"zoom":"XYZ 110 1060 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
