ReaderTT.config = {"pagecount":45,"title":"","author":"","subject":"","keywords":"","creator":"","producer":"","creationdate":"D:20090216103736-08'00'","moddate":"D:20090216103736-08'00'","trapped":"","fileName":"document.pdf","bounds":[[880,1210],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880],[1210,880]],"bookmarks":[{"title":"CW34866-101 User's Guide","page":1,"zoom":"FitV 41"},{"title":"CW34880-101 Owner's Manual, C-Line","page":2,"zoom":"FitH 1022","children":[{"title":"Important Safety Guidelines for Owners","page":4,"zoom":"XYZ 55 823 null","children":[{"title":"Safety Approval","page":4,"zoom":"XYZ 624 336 null"}]},{"title":"Important Safety Information for Users","page":5,"zoom":"XYZ 55 823 null"},{"title":"Table of Contents","page":6,"zoom":"XYZ 55 823 null"},{"title":"Before You Begin","page":7,"zoom":"XYZ 55 823 null","children":[{"title":"Recommended Tools","page":7,"zoom":"XYZ 624 672 null"},{"title":"Shroud Removal","page":8,"zoom":"XYZ 55 820 null"},{"title":"Obtaining Service","page":9,"zoom":"XYZ 55 820 null"}]},{"title":"Daily Inspection","page":10,"zoom":"XYZ 55 823 null","children":[{"title":"Clean Upholstery","page":10,"zoom":"XYZ 55 511 null"},{"title":"Inspect Pads for Wear","page":10,"zoom":"XYZ 624 763 null"},{"title":"Clean and Inspect Frames","page":10,"zoom":"XYZ 624 608 null"},{"title":"Inspect Cables and End Connections","page":11,"zoom":"XYZ 55 820 null"},{"title":"Check Warning and Instructional Labels","page":12,"zoom":"XYZ 55 473 null"}]},{"title":"Weekly Inspection","page":14,"zoom":"XYZ 55 823 null","children":[{"title":"Condition and Deep Clean Upholstery","page":14,"zoom":"XYZ 55 430 null"},{"title":"Clean and Lubricate Cable Rod Ends","page":14,"zoom":"XYZ 624 763 null"},{"title":"Clean and Lubricate Guide Rods","page":15,"zoom":"XYZ 55 820 null"},{"title":"Inspect Cables, Connections, and Tension","page":15,"zoom":"XYZ 624 820 null"},{"title":"Inspect Pulleys","page":16,"zoom":"XYZ 55 820 null"},{"title":"Inspect Weight Stack and Selector Pin","page":16,"zoom":"XYZ 55 580 null"},{"title":"Inspect and Lubricate Bearings and Bushings","page":16,"zoom":"XYZ 624 820 null"},{"title":"Check and Lubricate Seat Adjustment","page":17,"zoom":"XYZ 624 820 null"}]},{"title":"Monthly Inspection","page":18,"zoom":"XYZ 55 823 null","children":[{"title":"Inspect Frames and Movement Arms","page":18,"zoom":"XYZ 55 537 null"},{"title":"Lubricate Pop Pins","page":19,"zoom":"XYZ 55 820 null"},{"title":"Inspect All Fasteners","page":19,"zoom":"XYZ 624 820 null"}]},{"title":"Annual Maintenance","page":20,"zoom":"XYZ 55 823 null","children":[{"title":"Weight Stack Annual Maintenance","page":20,"zoom":"XYZ 55 710 null"},{"title":"Inspect and Lubricate Pop Pins","page":20,"zoom":"XYZ 624 763 null"}]},{"title":"Commercial Strength Equipment Limited Warranty","page":21,"zoom":"XYZ 55 823 null"}]},{"title":"CW34836-141 rev D Leg Extension Assembly and Delivery Guide","page":26,"zoom":"FitH 971","children":[{"title":"Getting Started","page":29,"zoom":"XYZ -137 1156 null","children":[{"title":"Open the Box","page":29,"zoom":"XYZ 53 635 null"},{"title":"Required Tools","page":29,"zoom":"XYZ 632 429 null"}]},{"title":"Attach the Feet and Foot Covers","page":30,"zoom":"XYZ -137 1156 null"},{"title":"Attach the Bottle Holder/Accessory Tray","page":33,"zoom":"XYZ -137 1156 null"},{"title":"Assemble the Shroud","page":34,"zoom":"XYZ -137 1156 null"},{"title":"Disassemble the Equipment","page":39,"zoom":"XYZ -137 1156 null"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
