ReaderTT.config = {"pagecount":29,"title":"","author":"","subject":"","keywords":"","creator":"wkhtmltopdf 0.12.4","producer":"Qt 4.8.7","creationdate":"D:20171121020832Z","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Guide Contents","page":2,"zoom":"XYZ 93 1144 0"},{"title":"Overview","page":4,"zoom":"XYZ 87 1135 0"},{"title":"Data Output","page":4,"zoom":"XYZ 87 342 0"},{"title":"Related Resources","page":5,"zoom":"XYZ 87 945 0"},{"title":"Pinouts","page":6,"zoom":"XYZ 87 1135 0"},{"title":"Power Pins","page":6,"zoom":"XYZ 87 649 0"},{"title":"I2C Pins","page":6,"zoom":"XYZ 87 544 0"},{"title":"Other Pins","page":6,"zoom":"XYZ 87 417 0"},{"title":"Assembly","page":7,"zoom":"XYZ 87 1135 0","children":[{"title":"Prepare the header strip:","page":7,"zoom":"XYZ 476 619 0"},{"title":"Add the breakout board:","page":8,"zoom":"XYZ 476 1126 0"},{"title":"And Solder!","page":8,"zoom":"XYZ 476 605 0"}]},{"title":"Arduino Code","page":11,"zoom":"XYZ 87 1135 0"},{"title":"Wiring for Arduino","page":11,"zoom":"XYZ 87 1108 0"},{"title":"Software","page":11,"zoom":"XYZ 87 269 0","children":[{"title":"Download the Driver from Github","page":11,"zoom":"XYZ 87 163 0"}]},{"title":"Download Adafruit_Sensor","page":12,"zoom":"XYZ 87 827 0"},{"title":"Adafruit Unified Sensor System","page":12,"zoom":"XYZ 87 613 0","children":[{"title":"'sensorapi' Example","page":13,"zoom":"XYZ 87 365 0"}]},{"title":"Raw Sensor Data","page":14,"zoom":"XYZ 87 786 0","children":[{"title":".getVector ( adafruit_vector_type_t vector_type )","page":14,"zoom":"XYZ 87 544 0"},{"title":".getQuat(void)","page":15,"zoom":"XYZ 87 923 0"},{"title":".getTemp(void)","page":15,"zoom":"XYZ 87 536 0"},{"title":"'rawdata' Example","page":15,"zoom":"XYZ 87 275 0"}]},{"title":"Processing Test","page":17,"zoom":"XYZ 87 1135 0"},{"title":"Requirements","page":17,"zoom":"XYZ 87 642 0"},{"title":"Opening the Processing Sketch","page":17,"zoom":"XYZ 87 328 0"},{"title":"Run the Bunny Sketch on the Uno","page":18,"zoom":"XYZ 87 576 0"},{"title":"Rabbit Disco!","page":18,"zoom":"XYZ 87 461 0"},{"title":"Device Calibration","page":21,"zoom":"XYZ 87 1135 0"},{"title":"Interpretting Data","page":21,"zoom":"XYZ 87 313 0"},{"title":"Generating Calibration Data","page":22,"zoom":"XYZ 87 1067 0"},{"title":"Persisting Calibration Data","page":22,"zoom":"XYZ 87 813 0"},{"title":"Bosch Video","page":22,"zoom":"XYZ 87 679 0"},{"title":"CircuitPython Code","page":23,"zoom":"XYZ 87 1135 0"},{"title":"Usage","page":24,"zoom":"XYZ 87 1009 0"},{"title":"FAQs","page":26,"zoom":"XYZ 87 1135 0","children":[{"title":"Can I manually set the calibration constants?","page":26,"zoom":"XYZ 87 1098 0"},{"title":"Does the device make any assumptions about its initial orientation?","page":26,"zoom":"XYZ 87 854 0"},{"title":"Why doesn't Euler output seem to match the Quaternion output?","page":26,"zoom":"XYZ 87 590 0"},{"title":"I'm sometimes losing data over I2C, what can I do about this?","page":26,"zoom":"XYZ 87 385 0"}]},{"title":"Downloads","page":28,"zoom":"XYZ 87 1135 0"},{"title":"Files","page":28,"zoom":"XYZ 87 1108 0"},{"title":"Pre-Compiled Bunny Rotate Binaries","page":28,"zoom":"XYZ 87 972 0"},{"title":"Schematic","page":28,"zoom":"XYZ 87 759 0"},{"title":"Board Dimensions","page":28,"zoom":"XYZ 87 241 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
